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Technical data and dimensions
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Modell Flow rate N1/N2 N3/N4/N7 N5 N6/N8 @D H1 H2 H3 B
(m3/HF) Inlet/Outlet Venting Draining DP (Differential mm mm mm mm mm
pressure
KBF-M3 120 DN 80 EN 1092-1 11 PN 6-16/  G1"- DIN2986 DN 25PN 16 - DIN EN 1092-1/11B 458 920 500 1.670 350
3" ANSI B 16.5 Class 150# RF *
KBF-M4 160 DN 100 EN 1092-1 11 PN 6-16/ G1"-DIN2986 DN 25 PN 16 - DIN EN 1092-1/11B 558 926 508 1.780 400
4" ANSI B 16.5 Class 150# RF *
KBF-M5 200 DN 125 EN 1092-1 11 PN 6-16/ G1"- DIN2986 DN 25PN 16 - DIN EN 1092-1/11B 608 930 508 1.830 425
5" ANSI B 16.5 Class 150# RF *
KBF-M6 240 DN 150 EN 1092-1 11 PN 6-16/ G1"- DIN2986 DN 25 PN 16 - DIN EN 1092-1/11B 658 935 508 1.890 450
6" ANSI B 16.5 Class 150# RF*
KBF-M8 320 DN 200 EN 1092-1 11 PN 6-16/ G1"- DIN2986 DN 25PN 16 - DIN EN 1092-1/11B 760 1.016 482 2.050 500
8" ANSI B 16.5 Class 150# RF *
KBF-M10 400 DN 250 EN 1092-1 11 PN 6-16/ G1"-DIN2986 DN 25 PN 16 - DIN EN 1092-1/11B 912 1.102 483 2.300 575
10" ANSI B 16.5 Class 150# RF *
KBF-M12 480 DN 300 EN 1092-1 11 PN 6-16/ G1"-DIN2986 DN 25PN 16 - DIN EN 1092-1/11B 962  1.102 483 2.350 620

12" ANSI B 16.5 Class 150# RF*

* other flange standards possible
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KBF-M Multi-bag filter

Venting/unlocking

Pict. 8



Krone Filter Solutions GmbH
Industriestrasse 19 | 28876 Oyten/Germany

g
Phone +49 4207 98769-0 | Fax +49 4207 98769-27 K RON E F/LTE Ri)OM

filter@krone-filter.com | www.krone-filter.com

www.shop.krone-filter.com SOLUTIONS IN FILTRATION

~
-
=
i)
o
o
o
S
o
=
=
<
o
)
=
1S)
(\Il
)
1)
X
3
QI.
[T
x

01.2018 © by Krone Filter Solutions GmbH, subject to change.




